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A WORD FROM OVERVIEW

With our history comes responsibility. Under-
standing what we stand for and where we came 
from will make you understand what makes 
Resqtec different and unique. It will give you a 
clear view on what happens daily in our ever 
growing organization, the choices we make and 
what you can expect from our products. But 
more importantly; that we have a sincere pas-
sion for and dedication to rescue.

Axel Maarschalk, my father and founder of 
Resqtec Zumro, wasn’t a fireman. However, 
growing up seeing his dedication to the busi-
ness of making rescue tools he might as well 
have been one. From the moment he heard the 
idea to create hydraulic rescue tools; he knew 
that this was his future. With this belief, he spent 
his whole life trying to improve rescue. Anybody 
who knows him will tell you the same. Having 
this rich history – being a family business fo-
cused solely on rescue – we make choices not 
just for profit, but simply what we believe is best.

Our 350 bar operated hydraulic tools are such 
an example. Without going into too much detail, 
it has a huge impact on the tools’ performance 
that is easily overlooked. Heat and compression 
are enemies of performance and reliability. With 
lower pressures, the tools experience less com-
pression when cutting or spreading. In turn 350 
bar allows going through resistance easier.

Another example is the development of NT-bags. 
Axel saw limitations in the conventional lifting 
systems already back in the 90’s, which is why 

we decided to develop a technology that would 
overcome them. Initially highly criticized by our 
competitors, rescuers all over the world have 
now embraced the advantages it offers. And 
now 20 years later other brands are following 
our lead. 

THE FUTURE IS HERE NOW!
Over the last years we have worked hard on new 
technologies to improve the rescue operation. 
With the introduction of Electronic Direct Drive 
we have gone beyond the need for hydraulics. 
You can read why we developed EDD compared 
to using hydraulics on page 32. And with our to-
tal rescue approach we simply make equipment 
modular allowing rescuers to do more with less. 
Space on fire trucks is limited but there is a need 
for Heavy Rescue with the increasing amount of 
truck accidents among others. 

With these examples I try to point out one thing: 
don’t compare things from paper or listen what 
somebody just lets you to believe. Try any tool 
of any brand and experience the differences. 
Then you will notice we don’t create things just 
because they come with a nice story that is easy 
to sell. Hopefully you conclude; we are honestly 
dedicated to rescue and dedicated to you!

OUR RICH HISTORY AND RESPONSIBILITY 
Second generation rescue equipment manufacturer 

  A WORD FROM JAN-PIETER MAARSCHALK
  CEO RESQTEC ZUMRO GROUP  

DEDICATED TO
RESCUE, DEDICATED 
TO YOU!
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Second generation rescue equipment manufacturer 

A larger cylinder size (A) allows for a thinner cylinder wall. The result 
is that there is no / little weight difference between cylinder A and 
cylinder B.

Cylinder A generates higher return forces due to its larger surface 
area of the piston. The result is stronger forces/better squeezing and 
pulling performance for spreaders and combitools

High tech engineering, high grade materials combined with the 
physical benefits of 350 bar make Resqtec hydraulic systems the 
highest performing while at the same time extremely reliable, 
compact and safe.

HIGH PERFORMANCE
Force is determined by Pressure x Area (the piston size). By changing 
the size of the piston we achieve the needed power with a minimum 
of pressure. 

Reaching the maximum force using optimized 350 bar takes a lot less 
time; you go through resistance [material] faster giving speed and con-
trol over your action - and make every second count.

RELIABLE
Compression and heat are enemies of a hydraulic system which can 
really beat it down. With Optimized 350  bar we increase reliability and 
performance. You limit the risk of breaking a blade.

So when it comes to rescue, we strongly believe there is only one 
choice: optimized 350 bar [by Resqtec]. Great performance, goes fast-
er through resistance and is extremely reliable. It is simply the safest 
choice when it comes to rescue. 

OPTIMIZED 350 BAR FOR RESCUE
FORCE = PRESSURE X AREA  

Reliable
Fast though resistance [material]

Less heat and compression

different piston area

A B

350 BAR 700 BAR

FORCE

DEDICATED TO
RESCUE, DEDICATED 
TO YOU!
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HYDRAULIC EQUIPMENT EWO AND NEO1 TECHNOLOGY

The risk of seal failures and wear 
to the connector are brought to an 

absolute minimum thanks to our 
durability technology.

Twisted or tangled hoses are a thing 
of the past. The result is that your 
hose follows your actions and do 

not get in your way.

Save valuable time with 
hot swap; (dis) connect under 
free flow pressure whenever 

needed. 

The tool’s design is an important aspect that supports 

your performance. And with simple design features 

the ergonomics of a rescue tool improves drastically. 

Over a decade ago we implemented the 360° carry-

ing handle … now adopted as the standard within 

the industry. See what other aspects can do for you. 

We have intentionally chosen to put the connector 

under an angle. It keeps the tool’s length to an ab-

solute minimum and eliminates hydraulic fluid going 

through the handle.

Ergonomic Weight Optimization (EWO) provides low operational weight, easy handling and safer operation 

to your rescue tool. 

DESIGNED TO BE NUMBER ONE
NEO1 TECHNOLOGY

TECHNOLOGY

ERGONOMIC 
WEIGHT 
OPTIMALIZATION

Position connector keeps tool short

Thumb or twist&turn operation

No hydraulic fluid through handle

360° handle; 2-man operation possible

No compromises were made to create the best coaxial system available to rescuers. 
NEO1 technology is a robust, hot swap, flat face, 360° swiveling coaxial system. 

When exposed to sunlight (heat) 
any rescue tool can slightly pressur-
ize. The dustcap is designed with an 

activator to release the pressure.

Just wipe off the dirt and you are 
ready to go. The flat face design 

eliminates the risk of contaminating 
or blocking the connector. 
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3SR POWER UNITS  
PERFORMANCE 3 TIMES OVER



High performance, low noise level and excellent cooling management. The 3SR power unit 
range is designed for one purpose; performance under every circumstance. 

PERFORMANCE

That the 3SR power unit is the ultimate power unit for all your rescue operations is proven by its 3 stage radial system. Every stage 

of a power unit provides a flow and pressure. The more power is available in the 1st and 2nd stage increases the performance 

because there is a better transition between the stages. Delivering significant power in the first stage the 3SR may not even enter 

the 2nd or 3rd stage to do its job. 

To explain: A standard B-post of a car requires 40 tons to cut. The rescuer has a 120 tons cutter available. In the 1st stage the 

3SR unit provides 34% of its power. The result is that already in this 1st stage the car post is cut; you already have 41 tons at 

your disposal. 

 

3SR POWER UNITS  
PERFORMANCE 3 TIMES OVER! 
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 1st STAGE 2nd STAGE 3rd STAGE
------------------------------------------------------------------------------------------
 0-120 bar 120 - 240 bar 240 - 350 bar
------------------------------------------------------------------------------------------
 41 ton 82 ton 120 ton
------------------------------------------------------------------------------------------

Non-operating 1st stage 2nd stage 3rd stage

120

100

80

60

40

20

0

120

82

41

0

kN

3SR stands for: pushing the highest possible performance

out of your tools while keeping a low temperature and noise level!
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   GXH50 STO 3SR MINI 
––––––––––––––––––––––––––––––––––––––––––– 
 EN-13204 designation STO
––––––––––––––––––––––––––––––––––––––––––
 +SMART auto speed regulator 1 Yes
––––––––––––––––––––––––––––––––––––––––––
 Running time Ca. 180 min
––––––––––––––––––––––––––––––––––––––––––
 Engine / power supply Honda 1.6kW (2.1 HP) 4-stroke petrol
––––––––––––––––––––––––––––––––––––––––––
 Fuel tank capacity 0.77 liter
––––––––––––––––––––––––––––––––––––––––––
 Noise level at 1 meter distance (EN-13204) Lpa 80 dB
––––––––––––––––––––––––––––––––––––––––––
 NFPA emission sound level at 4 meter distance Lpa 74 dB
––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 376 x 296 x 495 mm (±10 mm)
––––––––––––––––––––––––––––––––––––––––––
 EN-13204 weight 2  19.1 kg
––––––––––––––––––––––––––––––––––––––––––
 Pump 3-stage radial piston
––––––––––––––––––––––––––––––––––––––––––
 Total hydraulic fluid capacity 3.0 liter
––––––––––––––––––––––––––––––––––––––––––

   GX100 STO 3SR MIDI 
––––––––––––––––––––––––––––––––––––––––––– 
 EN-13204 designation STO
––––––––––––––––––––––––––––––––––––––––––
 +SMART auto speed regulator 1 Yes
––––––––––––––––––––––––––––––––––––––––––
 Running time Ca. 180 min
––––––––––––––––––––––––––––––––––––––––––
 Engine / power supply Honda 2.1kW (2.8 HP) 4-stroke petrol
––––––––––––––––––––––––––––––––––––––––––
 Fuel tank capacity 0.77 liter
––––––––––––––––––––––––––––––––––––––––––
 Noise level at 1 meter distance (EN-13204) Lpa 80 dB
––––––––––––––––––––––––––––––––––––––––––
 NFPA emission sound level at 4 meter distance Lpa 76 dB
––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 424 x 340 x 512 mm (±10 mm)
––––––––––––––––––––––––––––––––––––––––––
 EN-13204 weight 2  26.5 kg
––––––––––––––––––––––––––––––––––––––––––
 Pump 3-stage radial piston
––––––––––––––––––––––––––––––––––––––––––
 Total hydraulic fluid capacity 3.8 liter
––––––––––––––––––––––––––––––––––––––––––

   GX100 MTO 3SR MIDI
––––––––––––––––––––––––––––––––––––––––––– 
 EN-13204 designation MTO
––––––––––––––––––––––––––––––––––––––––––
 +SMART auto speed regulator 1 Yes
––––––––––––––––––––––––––––––––––––––––––
 Running time Ca. 180 min
––––––––––––––––––––––––––––––––––––––––––
 Engine / power supply Honda 2.1kW (2.8 HP) 4-stroke petrol
––––––––––––––––––––––––––––––––––––––––––
 Fuel tank capacity 0.77 liter
––––––––––––––––––––––––––––––––––––––––––
 Noise level at 1 meter distance (EN-13204) Lpa 78 dB
––––––––––––––––––––––––––––––––––––––––––
 NFPA emission sound level at 4 meter distance Not applicable
––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 424 x 340 x 512 mm (±10 mm)
––––––––––––––––––––––––––––––––––––––––––
 EN-13204 weight 2  28.6 kg
––––––––––––––––––––––––––––––––––––––––––
 Pump 3-stage radial piston
––––––––––––––––––––––––––––––––––––––––––
 Total hydraulic fluid capacity 3.8 liter
––––––––––––––––––––––––––––––––––––––––––
 1 alle models are available without +SMART  
   2 ready use HF & fuel full 

HYDRAULIC COOLING MANAGEMENT 

Heat has a bigger impact on performance then assumed. 

Due to the design of the power unit, the hydraulic fluid is 

being transported in such manner that it gets optimum 

cooling and eliminates the possibility of foam/aeration 

and cavitation. The result is that your Resqtec tool always 

performs with the forces as advertised. Hydraulic Cooling 

Management (HCM) gives high reliability in all situations, 

in hot and cold climates no matter how long the system is 

running.

+SMART LSG 

With +SMART Resqtec offers power units with an automatic speed 

regulator throttle control mode; using tool control revs up the engine, 

releasing the tool control automatically throttles down the engine.

BENEFITS;

• reduced noise; increased communication levels and decreased stress levels

• reduced fuel consumption; increased runtime and less environmental impact

• reduced heat generation; increased efficiency and increased service life
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HYDRAULIC EQUIPMENT POWER UNITS OVERVIEW

   GX160S 3SR MAXI GX160 E-START 3SR MAXI 2.2 KW 220V 50HZ MTO 3SR STD MAXI
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 EN-13204 designation  MTO 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 +SMART auto speed regulator with manual override   No  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Electric start & manual recoil start No Yes x
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Running time Ca. 180 min Ca. 180 min 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Engine / power supply Honda 3.6kW (4.8 HP) 4-stroke petrol Honda 3.6kW (4.8 HP) 4-stroke petrol 2.2kW 220V 50Hz Electric motor
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Fuel tank capacity 3.1 liter 3.1 liter x
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Noise level at 1 meter distance (EN-13204) Lpa 81 dB Lpa 86 dB Lpa 75 dB
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA emission sound level at 4 meter distance Lpa 75 dB Lpa 80 dB Not applicable
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H)   450 x 510 x 449 mm (±10 mm)  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN-13204 weight 1 40.0 kg 46.4 kg 43.5 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Pump   3-stage radial piston  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Total hydraulic fluid capacity   4.9 liter  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
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   GX 160S SHR GX160 E-START SHR 2.2KW 220V 50HZ MTO 3SR SHR 2X20M
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 EN-13204 designation   MTO  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 +SMART auto speed regulator with manual override   No  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Electric start & manual recoil start No Yes x
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Running time Ca. 180 min Ca. 180 min 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Engine / power supply Honda 3.6kW (4.8 HP) 4-stroke petrol Honda 3.6kW (4.8 HP) 4-stroke petrol 2.2kW 220V 50Hz Electric motor
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Fuel tank capacity 3.1 liter 3.1 liter x
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Noise level at 1 meter distance (EN-13204) Lpa 81 dB Lpa 86 dB Lpa 75 dB
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA emission sound level at 4 meter distance Lpa 75 dB Lpa 80 dB Not applicable
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 477 x 941 x 449 mm (±10 mm) 477 x 941 x 449 mm (±10 mm) 480 x 941 x 449 mm (±10 mm)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN-13204 weight 1 66.4 kg 72.8 kg 70.4 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Pump   3-stage radial piston  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Total hydraulic fluid capacity   4.9 liter  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 ready use HF & fuel full

   GX 160S IHR GX160 E-START IHR 2.2KW 220V 50HZ MTO 3SR IHR 2X20M
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 EN-13204 designation   MTO  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 +SMART auto speed regulator with manual override   No  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Electric start & manual recoil start No Yes x
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Running time Ca. 180 min Ca. 180 min 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Engine / power supply Honda 3.6kW (4.8 HP) 4-stroke petrol Honda 3.6kW (4.8 HP) 4-stroke petrol 2.2kW 220V 50Hz Electric motor
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Fuel tank capacity 3.1 liter 3.1 liter x
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Noise level at 1 meter distance (EN-13204) Lpa 81 dB Lpa 86 dB Lpa 75 dB
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA emission sound level at 4 meter distance Lpa 75 dB Lpa 80 dB Not applicable
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H)   461 x 852 x 437 mm (±10 mm)  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN-13204 weight 1 65.9 kg 72.3 kg 69.9 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Pump   3-stage radial piston  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Total hydraulic fluid capacity   4.9 liter  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
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G-SERIES CUTTERS  
 WIDE RANGE OF CUTING CAPABILITIES
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The design of the blades strongly influences the capabilities of a cutter. 
Blades transform the power (force) created in the tool and in what manner 
it cuts the many different materials. 

At Resqtec we are continually researching how we can improve our blades for improved cutting 

performance and durability.

G-SERIES CUTTERS  
WIDE RANGE OF CUTING CAPABILITIES

W-BLADEA-BLADE C-BLADE

The A-Blade gives superior 
cutting performance; it cuts 

in stages 
for maximum use 

The best of both worlds. 
A way of cutting you are used to 

with performance 
between the A- and W-blade.

Optimum for car constructions. 
The wide opening pulls 

material to the central bold were the 
force is largest.
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Operated by Optimized 350 bar, our hydraulic G-series 

cutters provide you with all the control you need to 

safely perform your job. It will go through resistance 

[material] faster with capacity to spare. It also puts 

less strain on the tool’s components and blades to 

reduce the risk of breakage.

The benefit of 350 bar is obvious: safer for both the 

casualty, and you.  

FLAT BOLT DESIGN

Rescue tools are used in a wide va-

riety of rescue operations in which 

they face several tough materials and 

constructions. 

When cutting you need to get as 

close to the central bolt as possible 

for optimum performance. 

The compact design with lower insertion height allows better access into tight spaces.

350B
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HYDRAULIC EQUIPMENT CUTTERS OVERVIEW

   CUTTER G2 CUTTER G4 CUTTER G6
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 644 x 224 x 246 mm 711 x 244 x 246 mm 792 x 306 x 265 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight 9.0 kg 12.6 kg 17.7 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting opening 180 mm 200 mm 212 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach 114 mm 150 mm 151 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting force 340 kN / 34.7 ton 488 kN / 49.7 ton 1,251 kN / 127.5 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 BC152F-10 CC 200H-13 CC 202H-18
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant Compliant Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Round bar ability 28 mm 32 mm 43 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

   CUTTER G8c
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 891 x 311 x 258 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight 20.9 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting opening 203 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach 155 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting force 1,541 kN / 157.1 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 CC 203H-20.9
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Round bar ability 45 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

   CUTTER G4w CUTTER G6w CUTTER G8w
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 655 x 244 x 246 mm 758 x 308 x 266 mm 872 x 312 x 258 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight 12.3 kg 17.5 kg 20.6 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting opening 150 mm 205 mm 200 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach 125 mm 156 mm 150 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting force 488 kN / 49.7 ton 1,200 kN / 122 ton 1,518 kN / 154.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 BC 150D-12.3 CC 205F-17.5 CC 200H-20.6
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant Compliant Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Round bar ability 26 mm 26 mm 38 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
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SPREADER X-SERIES  
UNMATCHED PRACTICAL PERFORMANCE
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X-SERIES  
UNMATCHED PRACTICAL PERFORMANCE

The biggest challenge in designing spreaders is its jaw; it must be strong enough and simultaneously have 
very thin tips at the end of the jaw. The jaw is the key to a successful action. It has to transfer all the power of 
the spreader into a small area. At RESQTEC we have done extensive research and tested many designs to be 
able to offer you the very best jaw there is.

With Resqtec Spreader X-series you 
get constant grip until the end!
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         TEETH AT END OF JAW 

While spreading the opening increases and the material being 

spread bends. The teeth at the end of the jaw bite itself into the ma-

terial providing even better grip.

         (INTERLOCKING) TEETH AT BOTH SIDES FOR FIRM, STRONG GRIP

The interlocking teeth grab firmly in the material being spread. 

The result is that the jaws are in the correct position and maximum 

force is utilized. We found the key is not to have too many or too 

big-sized teeth.

         VERY SMALL TIPS AT THE END

Small tips easily pry themselves into very narrow spaces.

         THE RIGHT SLOPE

The angle of the slope is designed to allow the best grip step-by-step. 

The result is that the jaw grabs the material firmly to minimize the risk 

of shooting out.

1

1 2

3

4

3

2

4



Gradual slope

Thin insertion

Sharp teeth

Quick release button
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140° OPENING

The maximum opening angle of the spreader has a large 

impact on the actual spreading performance. 

The theoretical spreading forces increase drastically 

at very large opening angles, but whereas at the same 

time the effective spreading drops down to zero. Sim-

ple calculation models and practice show that if the

angle (opening) gets bigger than approximately 140° the 

spreader loses its practical spreading capabilities.

It simply does not spread anymore, they just start pulling 

the tool inwards, despite its theoretical forces increas-

ing drastically. It is for that reason Resqtec spreaders 

are limited at an opening of more than 140°. 

The Spreader X-series embed EWO technology. 

The centralized carrying handle of the Spreader 

X-series is positioned completely around the tool. 

This results in an optimal alignment of the tool and 

ensures a firm and comfortable grip whatever the 

position of the tool. 

140°

180°

x

x
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HYDRAULIC EQUIPMENT SPREADERS OVERVIEW

   SPREADER X2 SPREADER X4 SPREADER X6
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 731 x 307 x 266 mm 826 x 350 x 312 mm 915 x 350 x 312 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  15.0 kg 21.2 kg 25.5 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading opening 607 mm 687 mm 802 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force at base of arm teeth¹ 342 kN / 34.9 ton  3,474.0 kN / 354.2 ton  2,273.8 kN / 231.9 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force at base of jaw 173.2 kN / 17.7 ton 213.6 kN / 21.8 ton 172.0 kN / 17.5 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force 25 mm from tips 83.2 kN /  8.5 ton 91.0 kN / 9.3 ton 87.4 kN /  8.9 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA HSF 76.7 kN / 7.8 ton 82.3 kN / 8.4 ton 80.9 kN / 8.3 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA LSF 34.7 kN / 3.5 ton 49.4 kN / 5.0 ton 57.0 kN / 5.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. pulling opening 426 mm 532 mm 633 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Pulling force  91.2 kN / 9.3 ton 128.1 kN / 13.1 ton  110.6 kN /  11.3 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA HPF 59.6 kN / 6.1 ton 74.9 kN / 7.6 ton 74.2 kN / 7.6 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA LPF 27.4 kN / 2.8 ton 45.8 kN / 4.7 ton 52.8 kN / 5.4 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Squeezing force at base of arm teeth¹ 120.9 kN / 12.3 ton 289.0 kN /  29.5 ton  245.7 kN /  25.0 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 AS38.4-607-15.0  AS53-687-21.2 BS60.4-802-25.5
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant Compliant Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

HYDRAULIC EQUIPMENT SPREADERS ACCESSORIES
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LED LIGHT ADD-ON AIRCRAFT JAWS SETCHAIN & SHACKLE SET

¹Maximum is a theoretical force. All forces with EN13204 certified power pack with pressure relief valves set conform EN13204 allowable pressure requirements  
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FRONTLINER FX-SERIES  
TRUE MULTIFUNCTIONAL RESCUE TOOL
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The Frontliner FX-series combine high cutting, spreading and pulling perfor-
mance in one truly multifunctional rescue tool. 

The Frontliner FX-series are outfitted with detachable jaws that can be either replaced by pulling jaws, or 

turns the tool into a dedicated cutter by simply taking the jaws off.  Once turned into a dedicated cutter you 

immediate enjoy the benefits of the advanced blade design and performance equal to the cutter G-series. 

Using Optimized 350 bar offers a significant benefit for combitools. In case of high pressure operated com-

bitools the noticeable lower force when spreading is overlooked by the industry. Using less pressure has 

provided us with a lot more force in the return motion. In practice, this means great spreading performance. 

FX-FRONTLINERS  
 TRUE MULTIFUNCTIONAL RESCUE TOOL

350B
A
R

 WORKING
PRESSURE

OPTIMIZED
FOR RESCUE

A larger cylinder delivers better 
combitools; a larger (return) surface 

area results in more return 
force thus higher spreading forces
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Combined with other proven technologies such as 

EWO, the Frontliner FX-series are lightweight and 

extremely flexible tools that allow full control over 

your operation. 

Turn your Frontliner into a cutter by simply 

detaching the jaws

Upgrading has never been easier. Contact your local Service Department or email 
service@resqtec.com, and ask for the Conversion Program. 

C O N V E R S I O N

P R O G R A M

UPGRADE TO THE LATEST STANDARD



HYDRAULIC EQUIPMENT FRONTLINERS OVERVIEW

   FRONTLINER FX2 FRONTLINER FX4 FRONTLINER FX6
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 679 x 224 x 246 mm 765 x 244 x 246 mm 859 x 306 x 265 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight 10.4 kg 13.8 kg 19.3 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting opening 195 mm 257 mm 300 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach 96 mm 143 mm 142 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting force 340 kN / 34.7 ton 488 kN / 49.7 ton 1,251 kN / 127.5 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading opening 271 mm 320 mm 374 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force at base of jaw  94.7 kN / 9.7 ton 76.5 kN / 7.8 ton 176.3 kN /  17.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force 25 mm from tips 3.2 kN /3.4 ton 40.5 kN / 4.1 ton 81.6 kN / 8.3 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. pulling opening 273 mm 327 mm 375 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Pulling force 41.4 kN / 4.2 ton 50.2 kN /5.1 ton  97.8 kN / 9.9 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 AK18-271F-11 BK36-320H-14 CK40-374H-19
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant Compliant Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Round bar ability 28 mm 32 mm 43 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
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HYDRAULIC EQUIPMENT FRONTLINERS ACCESSORIES

LED LIGHT ADD-ON

350B
A
R

 

WORKING
PRESSURE

Our Opti-Green biogradable hydraulic fluid comes standard with our tools equipped with 
NEO1 Technolgy. An important note is that the Opti-Green fluid easily replaces mineral sys-
tems with mix and match interface.

15
OPTI
GREEN
FLUID

PULLING JAWS CHAIN & SHACKLE SET
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Q1 COMBI CUTTER  
 I’M BIG AND I’M SMALL
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The Q1 is designed for cutting brake pedals, hinges, steering wheels and rein-
forcement bars. And more if needed. Use its spreading force to create space 
in the narrowest places. The Q1 is a must have for any rescue team. It gives 
access to confined spaces that are hard to get to. 

The Q1 is the only tool of this size equipped with a 180° swiveling head. With its 180° swiveling cutter 

blades you can reach places impossible with other tools. Its degree of freedom experienced in confined 

spaces is unparalleled.

Q1 COMBI CUTTER  
 I’M BIG AND I’M SMALL

Separating the control handle enables easier access to 

confined spaces without losing sight of your control handle. 

It even allows a secondary operator to take over the con-

trol handle if needed. The Q1 features full safety (DIN) 

valve that results in a spreader function fully capable of 

holding loads. This functionality makes it a cutter with in-

credible spreading functionality.  180° swiveling head 360° seperated head
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The perfect combination between 
cutting and spreading functionalities in 
a compact and flexible package.

   Q1 CUTTER 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Tailhose safety factor 8:1 (2,800 bar)
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions cutter head ex. flexible cover (L x W x H) 339 x 59 x 178 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions control unit (L x W x H) 225 x 104 x 232 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight 7.7 kg (4.6 kg + 3.1 kg)
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting opening 60 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach 73 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting force 208 kN / 21.2 ton
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading opening 83 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading force 40.6 kN / 4.1 ton
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Cutting head Rotatable 180 degrees
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 AC60-B-7.7
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 cutting capability 1C 2D 3C 4- 5- (B-class)
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 cutting capability Compliant
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Round bar ability 18 mm 
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

350B
A
R

 

WORKING
PRESSURE



HYDRAULIC EQUIPMENT POWER PUSHER RAM
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POWER PUSHER RAM
GREAT RAM CAPABILITY WITHOUT THE NEED OF A DEDICATED RAM
The PowerPusher provides ram capability by using the spreading power of any hydraulic spreader tool up to 8.1 ton. It can be extended by hand for 
stabilizing and shoring in seconds. A wide range of spreading distances can be achieved by using the ProFix Max extensions.

    PP-25 PP-40
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Maximum load capacity 80.1 kN / 8.2 ton 80.1 kN / 8.2 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 1 469 x 125 x 194 mm 647 x 125 x 194 mm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Maximum extended length 1 757 mm 1112 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Maximum stroke 2 306 mm (138 + 150 + 18 mm) 483 mm (315 + 150 + 18 mm)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight  12.3 kg 15.8 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 incl. detachable rear jaw.   2 powered + manual + added jaw

HYDRAULIC EQUIPMENT POWER PUSHER RAM ACCESSORIES

RAM SUPPORT

MULTICONNECTOR PROFIX MAX 1 

FIXED BASECROWNRHINO
EXTENSIONS 1

Available in 5 sizes

1 Note: the limitations in use of ProFix Max and its extensions 
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V-SERIES RAM  
MORE THAN ESSENTIAL FOR RESCUE



The ram is an essential tool for a rescue operation. Being compatible with 
ProFix Max accessories, the V-series ram offers a large variety of options to 
complete any rescue operation. 

Rams have become indispensable tools for rescue operations. Experience tells us that a lot of ram limita-

tions are caused not so much by its power, but by its inability to adapt to different and complex situations. 

This is why we designed our V-series ram to be compatible with other Resqtec equipment, such as the 

ProFix Max, its extensions and accessories. 

Many configurations are possible; all to increase your effectiveness in the field. With our intuitive locking 

mechanism, there is no need to use thread or pins to lock the different components together. A simple 

push and click is enough to get your fully optimized ram ready for use.

V-SERIES RAM
MORE THAN ESSENTIAL FOR RESCUE
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With the multi connector 
another (tele)ram can be 

connected. 



By adding the Multi-Swivel and a PowerPlate, your 

ram base is provided with extra grip and new pos-

sibilities to use chains, ratchet straps or earth nails 

to fix it firmly.

With the Ram Adapter, any ProFix Max attachment 

can be added to completely customize the ram’s 

front and rear jaws specifically to your needs.

When we design new equipment, we 

create a tool that can be used in multiple 

applications, whether it is vehicle extrica-

tion, USAR or Heavy Rescue. 

In the heat of the moment you want inte-

grated and modular products that allow 

you to deal with any situation. 

This results in fewer tools to choose from, 

whilst being able to handle even the most 

complex situations.

Add up to 600 mm 
extra length by 

adding an extension 
and up to 1400 mm by 

combining it with a 
ProFix Max
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MULTISWIVEL FIXED BASE CROWN RHINO PROFIX MAX 1 

HYDRAULIC EQUIPMENT RAM OVERVIEW

HYDRAULIC EQUIPMENT RAM ACCESSORIES

   RAM V2 RAM V4 RAM V6
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 1 481 x 205 x 252 mm 711 x 205 x 252 mm 1,014 x 205 x 252 mm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Maximum extended length 1  788 mm 1,248 mm 1,548 mm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Maximum stroke 2  307 + 18 mm 537 + 18 mm 537 mm + 18 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  11.6 kg 15.3 kg 17.6 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading / pushing force 112 kN / 11.5 ton 112 kN / 11.5 ton 112 kN / 11.5 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 R112/307-12 R112/537-16 R112/537-20
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant Compliant Compliant 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 incl. detachable rear jaw.   2 hydraulic stroke + added jaw

   RAM V3T RAM V5T
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 1 340 x 205 x 268 mm 556 x 205 x 268 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Maximum extended length 1  622 mm 1,270 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Maximum stroke 2  282 + 18 mm 714 + 18 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  12.7 kg 19.2 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading / pushing force (first stage) 203 kN / 20.7 ton 203 kN / 20.7 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading / pushing force (second stage) 91 kN / 9.3 ton 91 kN / 9.3 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 TR 203/166-91/116-13 TR 203/382-91/332-18
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 incl. detachable rear jaw.   2 hydraulic stroke + added jaw
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LED LIGHT ADD-ON RAM SUPPORTRAM ADAPTERMULTICONNECTOR 
EXTENSIONS 1

Available in 5 sizes

1 there are limitations in the use of accessoires.
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EDD TECHNOLOGY
GOING BEYOND HYDRAULICS



EDD TECHNOLOGY
GOING BEYOND HYDRAULICS. ELECTRONIC DIRECT DRIVE.
A new era starts for rescue extrication equipment: Electronic Direct Drive (EDD) Technology direct from 
the motor to the output force. No need for hydraulic fluids, pump, valves or seals. Simply direct from a 
compact, powerful and efficient motor to output force. Highly-efficient for a long running time.

Fewer steps mean more efficiency, thus more running time. All components in a battery driven 

hydraulic system (pump, fluid, valves, etc.) reduce efficiency. Eliminating the hydraulic fluid and 

pump in the system reduces efficiency loss.  

NO HYDRAULICS

Hydraulic systems overheat which can create all kinds of problems. The current 

integrated tools have little room (small reservoir) needed to cool down the hydraulic fluid in its 

system. This limits the running time. EDD is not affected by heat issues. It therefore can provide 

much longer running time. 

EDD works well in hot and cold environments. Its high durability requires little to no maintenance. 

LONG RUNNING TIMES

Each tool is powered by the latest lithium-Ion technology. The battery conforms to 

the IEC 62133 safety standards and the UN 38.3 shipping requirements for lithium batteries. 

The motor technology leveraged in EDD produces more than a staggering 1.4kW which is simi-

lar to a small gasoline engine currently used in hydraulics pumps. The motor runs close to 90% 

efficiency and drives a robust screw or in the case of the P4 a robust gearbox. Nothing more 

is needed. 

The best way to go 
integrated is to do it without 

hydraulics and the pump.
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motor gears piston

motor gears pump fluid piston



DIRECT FORCE FOR INCREASED PERFORMANCE

Integrated hydraulic rescue tools get force by building up pressure. EDD is direct; it delivers a constant maximum 

force. The tool’s reaction and response is immediate for great cutting and spreading performance.
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ALL-WEATHER PROOF

A rescue tool must be all-weather proof. The in-

genious design and military grade connector with 

IP66 value and rating makes these new tools most 

suited to work in heavy rain showers.

FULL VARIABLE SPEED

Hydraulic systems don’t allow full control over its speed.  EDD does; 

it lets you be in full control of its speed. The control handle works similar to an 

accelerator; just open it for optimum control.

OPTIMAL SAFETY – NO PRESSURE OR COMPRESSION

EDD contains no hydraulic fluid under pressure nor a pump or seals. 

A less obvious though important advantage is the lack of compression within 

the system. Compression of hydraulic fluid creates spring reaction forces. EDD 

has no such fluid compression. It is the safest choice for rescuers.



EDD EQUIPMENT OVERVIEW
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   SPREADER X2
–––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Nominal input 43.2 VDC
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 891 x 256 x 258 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight incl. Battery Pack 1 22.9 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight incl. Power Connector 22.3 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight excl. battery 21.9 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading opening 607 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force at base of arm teeth 342 kN /  34.9 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force at base of jaw 173.2 kN / 17.7 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force 25 mm from tips 83.2 kN  /  8.5 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA HSF 76.7 kN / 7.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA LSF 34.7 kN / 3.5 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. pulling opening 426 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Pulling force 91.2 kN / 9.3 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA HPF 59.6 kN / 6.1 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA LPF 27.4 kN / 2.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Squeezing force at base of arm teeth¹ 120.9 kN / 12.3 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

   RAM V4
–––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Nominal input 43.2 VDC
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 1 637 x 131 x 352 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. extended length incl. detachable rear jaw 937 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. stroke 300 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight incl. Battery Pack 1 16.9 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight excl. battery 15.9 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading / pushing force 98.1 kN / 10 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 incl. detachable rear jaw. 

EDD EQUIPMENT ACCESSORIES

   CUTTER G4C CUTTER G6C
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Nominal input 43.2 VDC 43.2 VDC
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 777 x 238 x 242 mm 937 x 268 x 259 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight incl. Battery Pack 1 15.9 kg (±0.2 kg) 22.9 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight excl. battery 14.9 kg (±0.2 kg) 21.9 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting opening 150 mm 203 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach 129 mm 147 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting force1 442 kN / 45.1 ton 954 kN / 97.3 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

LED LIGHT ADD-ON POWER CONNECTORBATTERY PACK 1 CHARGERBATTERY PACK 10 

AIRCRAFT JAWS SET

CHAIN & SHACKLE SET



P4 SPEADER & CUTTER  
POWER AND VERSATILITY
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The P4 is an already trusted tool for many special teams such as the Military, 
USAR and as well Fire Brigades. It brings self-contained battery-powered res-
cue tools to a whole new higher level of performance and capability.  

The P4 utilizes aerospace gear technology developed for military jet fighters coupled with the latest 

innovations in electric motor and Lithium-Ion battery technologies. By using Electronic Direct Drive 

technology and eliminating hydraulics completely the P4 operates super-efficient and the run times of 

its interchangeable battery packs are extremely long. Its reliable design requires low maintenance and 

minimizes any change of breaking down.

P4 SPEADER & CUTTER  
POWER AND VERSATILITY 
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61° The ability to turn its head by 61° enables 
spreading and cutting in tight parts. It can 
even do work around corners. 



The P4 is one-of-a-kind and a “must have” for any 

rescue team. It can be converted from being a dedi-

cated spreader to a cutter in just seconds using 

interchangeable tool attachments. 

The P4 tool features a high waterproof rating and 

a changeable battery. It is the ideal rescue tool for 

rapid intervention.

It takes you into 
places and completes 

jobs no other 
rescue tools can. 

The P4 comes in 2 different models, the short and long control handle version. Having the 

option for a short control handle downsizes the, already short in length P4 even further. This 

makes it the ideal rescue tool for first intervention in USAR or confined rescue operations. 
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CHOOSE 



EDD EQUIPMENT P4 OVERVIEW
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   P4 SPREADER 
–––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Nominal input 43.2 VDC
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 1  711 x 285 x 267 mm (±10 mm)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight incl. Battery Pack 1 19.8 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight excl. battery 18.8 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Rotating head angle 61°
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. spreading opening 401 mm (±5 mm)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force at base of arm teeth 170.8 kN / 17.4 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force at base of jaw 117.0 kN / 11.9 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Spreading force 25 mm from tips 62.7 kN  / 6.4 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA HSF 56.7 kN / 5.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA LSF 37.5 kN / 3.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 with full control handle

   P4 CUTTER
–––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Nominal input 43.2 VDC
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 1  706 x 285 x 267 mm (±10 mm)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight incl. Battery Pack 1 21.5 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight excl. battery 20.5 kg (±0.2 kg)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Rotating head angle 61°
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting opening 147 mm (±5 mm)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach 118 mm (±5 mm)
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. cutting force¹ 981 kN / 100.0 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Compliant
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 with full control handle

EDD EQUIPMENT  P4 ACCESSORIES

LED LIGHT ADD-ON POWER CONNECTORBATTERY PACK 1 CHARGERBATTERY PACK 10 

AIRCRAFT JAWS SET

PAGE 
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COMPLETE YOUR KIT WITH THE POWER PUSHER RAM
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NT HYBRID  
STRONGEST AND MOST VERSATILE
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NT HYBRID BAG  
 STRONGEST AND MOST VERSATILE YOU CAN GET

It is the design of the NT Hybrid that is the driving force behind its many features and capabilities. The oval 
shape forces the bag to stay flat throughout the lift. Its embedded Load Capacity Enhancer (LCE) and Stability 
Center turns limitations of lifting bags into strengths and ease of use. 

STABILITY CENTER

When making a high lift, side forces are work-

ing on the bags and a side load is automati-

cally created putting the bags at an angle. The 

Stability Center consists of a metal core with 

threaded connectors in the middle that allow 

the bags to follow the load (the angle as a result 

of the side load).

MODULAR

A powerful feature is the modularity. With the 

NT Hybrid you can easily fill gaps by connect-

ing 2 or more NT Hybrid bags or by connecting 

the optional PowerPlate and use interlocking 

cribbing blocks. In either situation full lifting 

capacity, stability and safety remains unaf-

fected. 

LOAD CAPACITY ENHANCER

The Load Capacity Enhancer itself provides 

maximized lifting capacity at maximum lifting 

heights. It prevents capacity loss or the incapa-

bility of lifting smaller objects, such as the axle 

of a truck or l-beams. If only 10% of the surface 

area is used, the Load Capacity Enhancer still 

delivers 100% lifting capacity. 

26 ton 

6 ton 

CAPACITY

CAPACITY LOSS
Lifting bag becomes ineffective due 

to decreased surface area and thus limited 
lifting capacity.

HIGH CAPACITY AND HEIGHT
The oval shape and Load Capacity Enhancer (LCE) 

provide a large surface area for maximum lifting capacity. 
The optional PowerPlate protects and interlocks 

with the CribBlocks

THE
NT HYBRID

 OFFERS
12X MORE 

CAPACITY

P

THE HIGHER THE LIFT, 
THE ROUNDER THE BAG 
REDUCED CAPACITY THE RESULT. 
MAXIMIZE YOUR PRESSURE AND AREA!

24 ton 0,5 ton 

100% LIFTING CAPACITY
T O T A L  A R E A

26 ton 

6 ton 

CAPACITY

CAPACITY LOSS
Lifting bag becomes ineffective due 

to decreased surface area and thus limited 
lifting capacity.

HIGH CAPACITY AND HEIGHT
The oval shape and Load Capacity Enhancer (LCE) 

provide a large surface area for maximum lifting capacity. 
The optional PowerPlate protects and interlocks 

with the CribBlocks

THE
NT HYBRID

 OFFERS
12X MORE 

CAPACITY

P

THE HIGHER THE LIFT, 
THE ROUNDER THE BAG 
REDUCED CAPACITY THE RESULT. 
MAXIMIZE YOUR PRESSURE AND AREA!

24 ton 0,5 ton 

20% 
MORE 

CAPACITY

The NT Hybrid brings the height of low pressure and the capacity of high pressure bags into one system. 
This makes it a 2-in1 all-round rescue bag that can be used in any rescue situation, even in recovery operations.
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The NT Hybrid seamlessly integrates with other 

Resqtec equipment such as the ProFix Max sta-

bilization system.

All the advantages lead to 
being easy to use in whatever 
scenario you face!

Reinforced load
capacity enhancer

Woven carbon fiber

Double layered rubber

Woven carbon fiber

• The thinnest oval bag in the market.

• Large stroke or effective lifting height

• The lightest in the industry and highest power  
 to weight ratio

• LCE with integrated point load capability

Stability center



LIFITNG EQUIPMENT  NT HYBRID OVERVIEW

   NT HYBRID 2 NT HYBRID 4 NT HYBRID 8
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Max. operating pressure 12 bar 12 bar 12 bar
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. lifting capacity 26 tonnes 70 tonnes 156 tonnes
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. lifting capacity at max. lifting height 6.2 tonnes 9.5 tonnes 14 tonnes
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Insertion height 10 mm / 34 mm 10 mm / 48 mm 10 mm / 70 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. lifting height N x 275 mm N x 440 mm N x 665 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Effective lifting height N x 241 mm N x 392 mm N x 595 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Temperature range -20 °C till + 65 °C -20 °C till + 65 °C -20 °C till + 65 °C
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight 6.5 kg 15.5 kg 38 kg
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Safety factor > 4 > 4 > 4
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
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LIFITNG EQUIPMENT  NT HYBRID ACCESSORIES

VALISE NT2 HYBRID

DUAL AIR CYLINDER 
CONNECTOR

FLOOR MAT 

CONNECTOR KEY

FLOOR MAT PLUG

REGULATOR C/W 2M BLACK 
RUBBER INLET HOSE

POWERPLATE 

ACCESSORY CASE

SOLID QUICK CONNECTOR

HOSES AVAILABLE IN COLOURS RED, YELLOW, GREEN AND BLUE

HANDHELD DUAL 
CONTROLLER 12 BAR

POWERPLATE PLUG

VALISE NT4 HYBRID

• Delivery hose 12 bar / 8m / rubber 
• Delivery hose 12 bar / 10m 
• Shut off hose 2m  /rubber
• Shut off hose 2m 



PROFIX MAX  
POWERFUL AND MODULAR STRUT
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The ProFix Max is an integrated and easy to use shoring device with a powerful 
15 tons capacity at a safety factor 4:1. It can be operated manually, pneumati-
cally and even hydraulic (in combination with the ram). With just a few struts 
and attachments unlimited applications are available. Use it for structural, 
trench, stabilization and lift support. The ProFix Max is a powerful and versatile 
necessity for rescue teams.

The automatic locking system of the ProFix Max makes shoring and stabilizing loads easy as breathing. 

Add the pneumatic functionalities of the ProFix Max and every rescuer can operate the struts safely out 

of range. Working in the danger zone, right underneath the load, is no longer needed. 

PROFIX MAX  
MOST POWERFUL AND MODULAR STRUT

ProFix Max is telescopic; 
it provides automatic 
mechanical locking in any 
position for ease of use and 
operation
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The ProFix Max provides 10 ton lifting capacity by 

integration of the ram.

Height indicators assure the 
maximum height is not exceeded 

during a lifting procedure.

By adding the Multi-Swivel and a PowerPlate, 
your ProFix is provided with extra grip and new possibilities 
to use chains, ratchet straps or earth nails to fix it firmly.

• 15 tons capacity at safety factor 4:1

• Structural, trench, stabilization and lift support

• A few struts + extensions = unlimited applications

• Pneumatic and mechanical operation



   TRIPOD BIPOD MONOPOD
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Total load capacity 10  ton 4 ton 0.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Hoisting load capacity (center) 2 ton (center) N/A N/A
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Total hoisting load capacity 4.4 ton 4 ton  0.8 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 795-TYPE B  Compliant 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 16415-TYPE B  Compliant 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

 EXTENSIONS EX150 EX300 EX600 EX900 EX1200 EX1500 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Weight  1.8 kg  2.6 kg 4.2 kg 5.7 kg  7.3 kg  8.9 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Length  15.3 cm  30.3 cm 60.3 cm  90.3 cm 120.3 cm  150.3 cm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Working load limit 1    147 kN / 15 ton / 16.5 US ton   
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 safety factor 4:1

STABILIZATION EQUIPMENT OVERVIEW

 PROFIX MAX PXM 470 PXM 600 PXM880 PXM1400 PXM2300 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Max. operating pressure    10 bar  
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Weight  7.6 kg  8.8 kg  11.7 kg 17 kg 26 kg  
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Span  47 - 66.3 cm 60 - 91.4 cm  88 - 142.9 cm 140 - 238.6 cm  230 - 404.2 cm  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Stroke cylinder + collar 14.4 + 5 cm 26.5 + 5 cm  50 + 5 cm  93.7 + 5 cm  169.3 + 5 cm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Total length retracted  58.6 71.6 cm  99.6 cm  151.6 cm 241.6 cm  
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Working load limit 147kN / 15 ton / 16.5 US ton  147kN / 15 ton / 16.5 US ton 147kN / 15 ton / 16.5 US ton 147kN / 15 ton / 16.5 US ton 88.3kN / 9 ton / 9.9 US ton 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
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PROFIX MAX 
TOTAL RESCUE SOLUTION
The automatic locking system of the ProFix Max makes shoring and stabilizing loads easy as breathing. Add the 
pneumatic functionalities of the ProFix Max and every rescuer can operate the struts safely out of range. 

MULTISWIVEL

COLUMN GANTRY 

RAKER RAIL CONNECTOR 

BEAM SUPPORT 

NT REGULATOR 
200/300 BAR 

NAILING BLOCK 

RAM ADAPTER 

EARTH NAIL 

CONNECTOR KEY 

EDGE SUPPORT 

REMOTE CONTROLLER 

RAKER RAIL HINGE

FIXED BASE

HOSE 10M (X2) 

POWERPLATE PLUG 

CROWN 

RATCHET STRAP 
WITH HOOK

POWERPLATE 

MULTI CONNECTOR 

RAKER RAIL 

SLEDGE HAMMER

RHINO

MULTI TOOL 

PROFIX JUNCTION 

STABILIZATION EQUIPMENT ACCESSORIES



 EXTENSIONS EX150 EX300 EX600 EX900 EX1200 EX1500 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Weight  1.8 kg  2.6 kg 4.2 kg 5.7 kg  7.3 kg  8.9 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Length  15.3 cm  30.3 cm 60.3 cm  90.3 cm 120.3 cm  150.3 cm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Working load limit 1    147 kN / 15 ton / 16.5 US ton   
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 safety factor 4:1
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CRIBBING  
ALL ROUND STABILIZATION EQUIPMENT
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Cribbing blocks are used for stabilization of an object or to support in lifting 
objects during rescue operations. The unique interlocking system of the crib-
blocks allow for creating a variety in stabilization structures with ease.

The reversibility of the cribbing blocks can create a flat surface ideal for lifting purposes. Highest quality 

polyethylene with 60 tons of capacity, splinter free and no absorption of fluids.

CRIBBING  
ALL ROUND STABILIZATION EQUIPMENT

   CB 40 CB 80 CB 600 WEDGE SADDLE WEDGE RAPID STAIR CONNECTORS TRANSPORT & 
          STORAGE BOX
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (in mm) 200 x 200 x 40 200 x 200 x 80 600 x 200 x 80  200 x 200 x 90 200 x 200 x 95  625 x 200 x 260  123 x 40 x 15 610 x 406 x 280
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight (kg) 1.3 2.5 7.9 1.6 2.0 6.5 0.1 2.5
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
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AUTO CRIB-IT 
AUTOMATIC VEHICLE STABILIZATION

Stabilizing vehicles has never been easier. Lightweight, portable, automatic extension and a maximum 
load capacity of 1.3 ton are the key characteristics of the Auto Crib-it. Put the Auto Crib-it in position 
and it automatically follows the load. 

 AUTO CRIB-IT AC-14 AC-17
––––––––––––––––––––––––––––––––––––––––––– 
 Maximum load capacity 8.9 kN 12.4 kN
––––––––––––––––––––––––––––––––––––––––––
 Fully extended height 33.0 cm 43.6 cm
––––––––––––––––––––––––––––––––––––––––––
 Dimensions (mm) 710 x 120 x 113 914 x 172 x 121
––––––––––––––––––––––––––––––––––––––––––
 Weight  6.7 kg 10.9 kg
––––––––––––––––––––––––––––––––––––––––––
 Automatic locking positions 12 16
––––––––––––––––––––––––––––––––––––––––––

• Stabilizing vehicles in just seconds
• Optimum grip for slippery surfaces
• Push button release
• Follows the load automatically
• Space saving & lightweight design 
• 2 sizes available for cars and SUV  

Rapid Stair and Saddle wedge

Quickly stabilize and follow the load of an object during lifting or use 

it for quick stabilization during extrication. The rapid stair follows the 

load in stages of 10 mm offering controlled stabilization.



   SINGLE RESCUE STRAP DOUBLE RESCUE STRAP
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions mechanism (L x W x H) 268 x 122 x 68 mm 268 x 122 x 68 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight 3.2 kg 3.2 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Length (min - max) 800 – 6,000 mm 800 – 3,000 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Stroke 5,200 mm 2,200 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Latching Capacity (LC) ratchet 2,000 kg 2,500 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Latching Capacity (LC) quick lock 500 kg 1,000 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Safety factor complete system 2:1 2:1
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Type of hook Self-closing safety snap Self-closing safety snap
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Controlled release function Yes Yes
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 12195-2 Compliant  Compliant 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

RAPID ALL ROUND STABILIZATION SET  
1 STRUT, 2 STRAPS AND JUST PULL!

RAPID RESCUE STRAP 
1 READY-TO-GO SYSTEM

CAR STABILIZATION EQUIPMENT OVERVIEW
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Rapid all round stabilization set 
consists of;

 1 x Rhino head
 1 x Multi swivel
 2 x Rapid rescue strap
 2 x Cluster hook
 1 x Transportation bag
 1 x Strut PXM 880
 1 x Extension EX-300

1

2

3

4

5

6

7

 Automatic locking
 Step-by-step controlled release
 Single axis hook • Optimum integration Resqtec equipment
  • Inverted hook for extra safety
 Tailormade grip for maximum force transmission / easy tension

1

2

3

4

1

7

4

6

2
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41

AXLE STRAP | CLUSTER HOOK

STRAP EXTENSION 3M



USAR EQUIPMENT  
AND ACCESSORIES
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CONCRETE CRUSHERS 
 MOBILE CRUSHING POWER
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The Concrete Crushers are equipped with replaceable crusher tips to 
guarantee an optimum and effective tool whatever the circumstan-
ces. The protection sheet sets itself apart from the standard by being 
flexible and replaceable. 

USAR EQUIPMENT OVERVIEW

   CONCRETE CRUSHER C4
–––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Nominal pressure UltimatePressure™ 350 bar
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H) 723 x 328 x 278 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  13.6 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. crushing opening / material thickness 231 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach 108 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. crushing force 65.8 kN / 6.7 ton
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204 Fullfills safety requirements
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936 Fullfills design requirements
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

   CONCRETE CRUSHER C6
––––––––––––––––––––––––––––––––––––––––––– 
 Nominal pressure  UltimatePressure™ 350 bar
––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions (L x W x H)  821 x 352 x 318 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  19.1 kg
––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. crushing opening / material thickness  236 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Reach  130 mm
––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Max. crushing force  89.9 kN / 9.2 ton
––––––––––––––––––––––––––––––––––––––––––––––––––––––
 EN 13204  Fullfills safety requirements
––––––––––––––––––––––––––––––––––––––––––––––––––––––
 NFPA 1936  Fullfills design requirements
––––––––––––––––––––––––––––––––––––––––––––––––––––––

350B
A
R

 WORKING
PRESSURE

OPTIMIZED
FOR RESCUE

POW’RENCH  
THE CURE FOR THE BREAKER BAR

Loosening a rusty or frozen nut or bolt is no longer a time consuming is-
sue. Forget the conventional breaker bar. Multiply your muscle power 
63 times with the Pow’rench!

   1000 7580 625-50
––––––––––––––––––––––––––––––––––––––––––– 
 Max. torque 2,712 Nm 1,085 Nm 678 Nm
––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight  10.4 kg 5.0 kg  2.7 kg
––––––––––––––––––––––––––––––––––––––––––––––––––––––

SOCKETS POW’RENCH

POW’RENCH ACCESSORIES

For each model 
Pow’rench different 
sizes of sockets are 
available

P W’RENCHP W’RENCH
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ACCESSORIES OVERVIEW

WINDOW CENTER PUNCH

TOOL MAT

LAMINATED GLASS SAW

AIRBAG SAFETY SYSTEM

HOSESTRAP

CASUALTY SHIELD

ADD-ON LED LIGHT

SAFETY GLASSES

In rescue it is essential to eliminate any potential 

risk of secondary damage to the victim or the res-

cuer. Our assist tools perform potentially dangerous 

jobs easy and safe.

PROTECTION COVER SET

ACCESSORIES OVERVIEW

The MaxGrip glove is the ultimate glove for rescue operations.

It is constructed of 3 layers of Kevlar combined with the high-

est quality materials of protection and comfort.
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FLEXIBLE FLOODLIGHT 
LIGHTING SERIES

The RESQTEC flexible flood light series provide sufficient ligthing during rescue operations. Engineered for quick 
response by Fire, Police, Ambulance, Public Works and tow trucker operators. The robotic arm operated by 
handheld controller allows for quick positioning and is unique in its ability to be fully directional; tilt 180 and turn 
by 360 degrees.The high volume of light also supports the warming of personnel/victim(s).

LIGHTING SERIES OVERVIEW

 COMMAND LIGHT CL602A-FS CL607A-HQ
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Voltage 115/230 115/230
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Power requirements 1.500 Watts 4.500 Watts
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions nested H x W x D 305 x 1880 x 1120 mm  305 x 1880 x 1065 mm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions upright H x W x D 3330  x 2010  x 1120 mm 3330 x 2010  x 1065 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Total Watts 1.320 watts 5.000 Watts
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Output  120.000 Lumens 99.000 Lumens
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight 139 kg 139 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

 COMMAND LIGHT KNIGHT KL415A-FS KL450A-LF
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Voltage 115/230 115/230
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Power requirements 1.500 Watts 3.000 Watts
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions nested H x W x D 355 x 1195 x 890 mm  330 x 1195 x 660 mm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions upright H x W x D 2225 x 1320  x 890 mm 2225 x 1320  x 660 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Total Watts 1.320 Watts 3.000 Watts
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Output  120.000 Lumens 66.600 Lumens
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight 75 kg 75 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

 COMMAND LIGHT SHADOW SL442A-FS SL445A-LF
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Description 4 x 220 W AC-Spectra LED 4 x 500 Watt
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Voltage 12 V + 115V 12 V + 115V
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Power requirements 1.000 Watts 2.000 Watts
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions nested H x W x D 230 x 1220 x 815 mm  230 x 1220 x 610 mm 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Dimensions upright H x W x D 1260 x 1320 x 815 mm 1260 x 1320 x 610 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Total Watts 880 Watts 2.000 Watts
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Output  80.000 Lumens 44.400 Lumens
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Weight 35 kg 35 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
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 COMPACT AIRBLAST  COMPACT 8” COMPACT 8” EXPLOSION PROOF 
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 406 x 273 x 292 mm 406 x 273 x 292 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Motor 1/3 HP / 0.25 kW totally enclosed 1/3 HP / 0.25 kW hazardous location
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  9.1 kg 10.0 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Speed 3,450 RPM 3,450 RPM
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Airflow 1,760 m3/hour 1,760 m3/hour
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Open airflow¹ 2,745 m3/hour 2,745 m3/hour
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Start 2,000 W 2,000 W
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Run  700 W 700 W
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

 NEGATIVE AIRBLAST 16” VARIABLE SPEED 16” HONDA
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 660 x 480 x 330 mm 500 x 490 x 400 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Motor 1 HP / 0.75 kW variable speed Honda GX120
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  26 kg 25 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Speed 0 – 2,500  RPM 0 – 3,500  RPM
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Airflow 10,024 m3/hour 15,715 m3/hour
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Open airflow¹ 16,723 m3/hour 26,142 m3/hour
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Start 1,500 W N/A
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Run  1,500 W N/A
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

 POSITIVE AIRBLAST 18”   VARIABLE SPEED HONDA GX
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 610 x 560 x 560 mm 610 x 560 x 560 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Motor 1 HP / 0.75 kW variable speed Honda GX 200 / 5.5 HP / 4.1 kW
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  34 kg 33 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Speed 2,400 RPM 3,535 RPM
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Airflow 21,781 m3/hour 26,487 m3/hour
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Open airflow¹ 35,863 m3/hour 48,230 m3/hour
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Air cone guard Yes Yes
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Tilting positions 7 positions 7 positions
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

 POSITIVE AIRBLAST 20”   VARIABLE SPEED HONDA GX
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Dimensions (L x W x H) 660 x 640 x 590 mm 660 x 640 x 590 mm
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Motor 1 HP / 0.75 kW Variable speed Honda GX 200 / 5.5 HP /4.1 kW
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Operational weight  34 kg 37 kg
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Speed 2,400 RPM 3,535 RPM
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Airflow 25,672 m3/hour 31,567 m3/hour
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Open airflow¹ 41,267 m3/hour 50,186 m3/hour
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 Air cone guard Yes Yes
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 
 Tilting positions 7 positions 7 positions
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
 1 Maximum is a theoretical flow

AIRBLAST VENTILATION SERIES
THE LATEST TECHNOLOGY IN FIRE ATTACK

Resqtec offers various types of ventilation equipment. For more information, specifications and 
types of units please contact your local distributor.

AIRBLAST OVERVIEW



When we design new equipment, we create a tool that can be used in multiple applications, whether it is vehicle 
extrication, USAR or Heavy Rescue. In the heat of the moment you want integrated and modular products that allow 
you to deal with any situation. 

This results in fewer tools to choose from, whilst being able to handle even the most complex situations. We develop tools from a total rescue perspective. 

No matter what scenario you encounter, with Resqtec you always have the right solution. Do you approach rescue from a total perspective?
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TOTAL 
RESCUE
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COMAPNY PROFILE OVERVIEW
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During the past four decades, we have positioned ourselves to become the service-orient-

ed company, delivering the best equipment, education, service and support in our areas of 

expertise: Heavy Rescue, USAR, Extrication and Aircraft Recovery. 

We are committed to deliver the best solutions 

by using the latest technologies in materials 

and engineering; to educate, but also to learn 

from the users; to convert today’s knowledge in 

tomorrow’s improvements.

By having a good understanding of the challenges in rescue and recovery, the drive to inno-

vate and the power to execute, we create solutions [not just because we can, but] because 

we believe they work best for the industry. 

As a result, we have created successful products such as the NT Hybrid rescue bag, the 

ProFix Max shoring device, the Q1 cutter and Electronic Direct Drive rescue tools.

With over 40 years of experience 
RESQTEC is the innovative solution 
provider of rescue and recovery 
equipment supporting rescue 
and recovery teams all over the 
world.

FOUNDED IN 1972 BY AXEL MAARSCHALK

 A PIONEER IN 
RESCUE EQUIPMENT



FAST FACTS

• Established in 1972, family owned

• Corporate HQ located in Lisse, the Netherlands

• Founder Axel Maarschalk

• CEO Jan-Pieter Maarschalk

In 2005 Jan-Pieter Maarschalk enters the family business and in 2006 the brand 

name changed to RESQTEC. In 2011 Jan Pieter is appointed to CEO.  With our 

mission to develop innovative solutions, to educate but more importantly to learn 

from the users, we continue to be a leading manufacturer for the rescue and 

recovery industry.

HISTORY

Resqtec, originally named Zumro was founded in 1972. It all started in 1971 

when Axel Maarschalk and Jorge Hurst of Hurst Performance Products 

agreed to a partnership to develop and introduce the hydraulic rescue tool 

concept into the market. 

This partnership led to several innovations, such as the introduction of the 

spreader, the dedicated cutter and the ram. All of these changing the way you 

perform your rescue operation today. In 1990 Axel decided to dissolve the part-

nership which let the way to become the innovative solution provider it has 

become today.

COMAPNY PROFILE OVERVIEW

RESQTEC WORLDWIDE
Resqtec is a worldwide organization with its regional headquarters in the Netherlands, 
USA, Malaysia and China. We have an extended distributor network established in more than 
120 countries serving our customers worldwide.

SERVICE PLUS+
RESQTEC approaches its service from a total perspective. Service involves more than just the delivery of maintenance, repairs and 
warranty. Resqtec pursues 100% customer satisfaction to ensure you can have full focus on your rescue operations. 

Q1 CUTTER    |   1991 ELECTRONIC DIRECT DRIVE (EDD) RESCUE TOOLS    |   2015

NT LIFTING BAG   |   1996

HYDRAULIC RESCUE RAM    |   1978 PROFIX MAX SHORING DEVICE    |   2011

FLAT FACE CONNECTOR    |   1993

19801970 1990 2000 2010 2020

TOTAL CARE
SERVICE
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EUROPEAN OFFICE 

Meer en Duin 82
2163 HC Lisse, the Netherlands
T +31 (0)252 419002
F +31 (0)252 411794

USA OFFICE

200 Forge Way, Suite 2
Rockaway, New Jersey, 07866
T +1 973 627 4646
F +1 973 627 4622

ASIA OFFICE

Lot 5, Jalan Delima 1/1, Subang Hi-Tech Industrial Park
47 500 Selangor, Malaysia
T +603 5621 5298
F +603 5621 2895

Copyright All of the information and material inclusive of text, images, logos, product names is either the property of, or used with permission by Resqtec. The information may not be distributed, modified, displayer, reproduced – in whole or in part – without the prior 
written permission by Resqtec. 
Trademarks Resqtec, its logos and other Resqtec products and services referenced herein are trademarks of Resqtec, and may be registered in certain jurisdictions. All other product names, company names, marks and logos referenced may be trademarks of their 
respective owners. Hurst and Jaws of Life are the registered trademarks of Hurst Jaws of Life, Inc. 
Disclaimer All information herein was carefully gathered and examined. However, we cannot be held responsible for eventual mistakes or incompleteness. Resqtec may exercise the right to change or modify parts at any time without notification. The content may be 
subject to error, revision and technical modifications. Resqtec accepts no liability for the consequences of activities undertaken based on the contents.

Violka
Stempel

Violka
Stempel


