
PROFIX MAX 
TECHNICAL SPECIFICATIONS 

Art Nr. 

Max. operating pressure  

Weight  

Span  

Stroke cylinder + collar 

Total length retracted  

Working load limit* 

PROFIX MAX SERIES PXM 470 PXM 600 

8410.0290.00 

10bar / 145 psi  

7.6 kg / 16.6 lb  

47-66.3 cm / 18.5"-26.1"  

14.4 + 5 cm / 5.7" + 1.9" 

58.6 cm / 23"  

147kN / 15 ton / 16.5 US ton  

8410.0300.20 

10bar / 145 psi  

8.8 kg / 19.4 lb  

60-91.4 cm / 23.6"-36.0"  

26.5 + 5 cm / 10.4" + 1.9" 

71.6 cm / 28.2"  

147kN / 15 ton / 16.5 US ton  
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PXM 880 

8410.0310.20 

10bar / 145 psi  

11.7 kg / 25.8 lb  

88-142.9 cm / 34.6-56.3"  

50 + 5 cm / 19.7" + 1.9" 

99.6 cm / 39.2"  

147kN / 15 ton / 16.5 US ton  

Art Nr. 

Max. operating pressure  

Weight  

Span  

Stroke cylinder  

Total length retracted  

Working load limit* 

PROFIX MAX SERIES PXM 1400 PXM 2300 

8410.0320.20 

10bar / 145 psi  

17 kg / 37.5 lb  

140-238.6 cm / 55.1"-94.0"   

93.7 + 5 cm / 36.9" + 1.9" 

151.6 cm / 59.7"  

147kN / 15 ton / 16.5 US ton  

8410.0330.20 

10bar / 145 psi  

26 kg / 57 lb  

230-404.2 cm / 90.6"-159.1"  

169.3 + 5 cm / 66.7"  + 1.9" 

241.6 cm / 95.1"  

88.3kN / 9 ton / 9.9 US ton  

Information contained in this document is believed to be accurate. However RESQTEC does not guarantee the completeness or accuracy of any of the published information. 

* Safety factor 4:1 
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PROFIX MAX 
TECHNICAL SPECIFICATIONS 

Art. Nr.  

Weight  

Length  

Working load limit* 

PROFIX MAX EXTENSIONS EX 150 EX 300 

8410.0500.20  

1.8 kg / 4.0 lb  

15.3 cm / 6”  

147 kN / 15 ton / 16.5 US ton  

8410.0510.20  

2.6 kg / 5.7 lb  

30.3 cm / 12” 

148 kN / 15 ton / 16.5 US ton  
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EX 600 

8410.0520.20   

4.2 kg / 9.2 lb  

60.3 cm / 23.7”  

149 kN / 15 ton / 16.5 US ton  

Art. Nr.  

Weight  

Length  

Working load limit* 

PROFIX MAXE XTENSIONS EX 900 EX 1200 

8410.0530.20  

5.7 kg / 12.6 lb  

90.3 cm / 35.6”  

147 kN / 15 ton / 16.5 US ton  

8410.0540.20  

7.3 kg / 16.1 lb  

120.3 cm / 47.4”  

147 kN / 15 ton / 16.5 US ton  

EX 1500 

8410.0550.20  

8.9 kg / 19.6 lb  

150.3 cm / 59.2”  

147 kN / 15 ton / 16.5 US ton  

MultiSwivel  

Rhino 

Edge Support  

Beam Support  

Crown  

Fixed base 

Ram Adapter  

Multi Connector  

Column Gantry  

Multi Tool  

Remote Controller  

NT Regulator 200/300 bar  

ACCESSORIES Art Nr.  EX 1200 

Ratchet strap with hook  

Hose 10m (x2)  

Earth nail  

Raker Rail  

Raker Rail Connector  

ProFix Junction  

Raker Rail Hinge 

Nailing Block  

PowerPlate  

PowerPlate Plug  

Connector Key  

Sledge hammer 

8420.0110  

8420.0020   

8420.0190   

8420.0210   

8420.0000  

8420.0300  

8420.0230   

8420.0260   

8430.0380   

8420.0600   

8410.0700.00   

8700.0590   

8400.5580   

8410.0850   

9800.8011   

8430.0070   

8430.0120   

8430.0240   

8430.0180   

8430.0300   

8420.0060   

8700.2075  

8700.2008 

9800.9320   

Art Nr.  

* Safety factor 4:1 
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